CAPILLARY CYLINDERS

BLUELAY PERFORMANCE
PAD (30MM)

PERMAVOID 85S

STORMWATER STORAGE (85MM)
WRAPPED IN WICKING FABRIC

SAND ONLY INFILL
(1.25" DEPTH)

SYNTHETIC TURF
(2" FIBER HEIGHT)

FINISH VARIES (TURF/GRASS/
CONCRETE/ETC.)

FLEXEDGE 5.5" L CURB
(OR CONCRETE CURSB;
DETAILS VARY)
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IMPERMEABLE LINER
CUSHION LAYER

LEVELING COURSE
(1"-2" / AS NEEDED)

SUBGRADE

FLEXEDGE LEVELING

BASE (CRUSHER DUST
TYP; 1-2")

#4 REBAR ANCHOR (18")
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A Division of ABT, Inc.
P.O. Box 837 / 259 Murdock Road
Troutman, NC 28166

TITLE:

BLUELAY PERFORMANCE PAD
W/ PERMAVOID 85S STORAGE SYSTEM
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SCALE

NONE

08-29-23

A. BL30/PV85S

(800) 334-6057
DISCLAIMER: The customer and the customer's architects, engineers, consultants and other professionals are completely responsible for the selection, installation, and maintenance of
any product purchased from ABT, and EXCEPT AS EXPRESSLY PROVIDED IN ABT'S STANDARD WARRANTIES, ABT MAKES NO WARRANTY, EXPRESS OR IMPLIED, AS TO

THE SUITABILITY, DESIGN, MERCHANTABILITY, OR FITNESS OF THE PRODUCT FOR CUSTOMER'S APPLICATION. Copies of ABT's standard warranties are avaliable upon

Proprietary right of ABT, Inc. are included in the information disclosed herein. The recipient, by accepting this document, agrees that neither this document nor the information disclosed
i

request.
herein nor any part thereof shall be copied, reproduced or transferred to others for manufacturing or for any other purpose except as specifically authorized in writing by ABT, Inc..




