SPORTSEDGE™ XT-4 SLOT DRAIN

SPLIT PVC GASKET / SLIP COUPLER
(Suspended Installation)

FULL CONCRETE ENCASEMENT

CONCRETE ANCHORS

CHANNELS ALIGN WITH TONGUE-IN-GROOVE CONNECTION

15/32" (12mm) SLOT OPENING

T = PER PLANS AND SPECIFICATIONS

PARTIAL ISOMETRIC
NOT TO SCALE

Natural Turf,
Synthetic Turf, Track,
Paved "D" Zone, etc.

6" (150mm) MIN

2"

6" (150mm) MIN

XT Channel
Polymer Concrete Top

15/32" (ADA COMPLIANT)
[12mm]

3.75\degree SPLIT PVC COUPLER / GASKET

Concrete Backing

78 3/4" 2000mm

39 3/8" 1000mm
(for Straight Trench Runs)
(for Track Radius)

12" [305mm] APPROX. HEIGHT

T = PER PLANS AND SPECIFICATIONS

PARTIAL ISOMETRIC
NOT TO SCALE

SportsEdge
A Division of ABT, Inc.
P.O. Box 837 * 259 Murdock Road
Trottman, NC 28166
800-334-6057

TITLE:
XT-4 SLOT DRAIN SPECIFICATION DRAWING

DRAWN BY: CCC CHECKED BY:
SCALE: NONE DATE: 12/21/07
DRAWING NUMBER: 2305XT-02

DISCLAIMER: The contractor and the customer's architect, engineers, consultants and other professionals are completely responsible for the selection, installation, and maintenance of any product purchased from ABT, and EXCEPT AS EXPRESSLY PROVIDED IN ABT'S STANDARD WARRANTIES, ABT MAKES NO WARRANTY, EXPRESS OR IMPLIED, AS TO THE SUITABILITY, DESIGN, MERCHANTABILITY, OR FITNESS OF THE PRODUCT FOR CUSTOMER'S APPLICATION. Copies of ABT's standard warranties are available upon request.