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TRIPLE POWERHOUSE SOFTBALL BATTING CAGE - PLAN VIEW
(SPORTSEDGE® PART # SETSBC-01)
1 DESCRIPTION BY DATE

24" Dia. X 48" Deep
Concrete Footing
(Approx. .46 C.Y. Of
Min. 2,500 PSI Backfill
Required; See Note)

2.0"

DETAIL "A" - CAGE POLE INSTALLATION - ELEVATION VIEW

Note: Foundation Size Based On Manufacturer's Recommended Minimum Size
Only; Please Refer To Local Building Codes And Design Drawings For Exact
Footing Dimensions And Requirements As Soil Conditions May Vary.

REV

S ™ SportsEdge® Triple PowerHouse
’??ﬂ?{fﬁﬁﬂ%ﬁ Softball Batting Cage System

A Division of ABT, Inc. DRAWN CHECKED DRAWING
P.O. Box 837 / 259 Murdock Road BY: B.W.M. BY: XXX NUMBER:
Troutman, NC 28166

S e oo A. SETSBC-01

05-09-23

DISCLAIMER: The customer and the customer's architects, engineers, consultants and other professionals are completely responsible for the selection, installation, and maintenance of

any product purchased from ABT, and EXCEPT AS EXPRESSLY PROVIDED IN ABT'S STANDARD WARRANTIES, ABT MAKES NO WARRANTY, EXPRESS OR IMPLIED, AS TO
THE SUITABILITY, DESIGN, MERCHANTABILITY, OR FITNESS OF THE PRODUCT FOR CUSTOMER'S APPLICATION. Copies of ABT's standard warranties are avaliable upon
request.

Proprietary right of ABT, Inc. are included in the information disclosed herein. The recipient, by accepting this document, agrees that neither this document nor the information disclosed
herein nor any part thereof shall be copied, reproduced or transferred to others for manufacturing or for any other purpose except as specifically authorized in writing by ABT, Inc..




